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FEATURES

• Exterior: Stainless steel exterior 
	 Interior: Painted Aluminum
• Urethane insulated walls and doors
• Recessed door handles
• 3” casters standard
• Adjustable shelves

• Utilizes environmentally friendly refrigerants using R134A for refrigerators
• Forced-air refrigeration
• Efficient cooling system
• Automatic defrost system
• Available in 115V/60Hz/1 and 230V/50Hz/1
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Specifications subject to change without notice.

Approvals: cULus, UL Classified EPH approved

041916

WORKTOP FREEZER

M
XC

F2
7W

T 
/ M

XC
F4

8W
T 

/ M
XC

F6
0W

T 
/ M

XC
F7

2W
T	

MODEL TEMP VOLTAGE/HZ AMPS CORD
LENGTH COMPRESSOR NEMA PLUG

MXCF27WT 0° - 10°F
-17.7° - -23°C

115V/60Hz/1
230V/50Hz/1 7 9.8 ft

3 m ~1/2 HP 5-15 P

MXCF48WT 0° - 10°F
-17.7° - -23°C

115V/60Hz/1
230V/50Hz/1 9 9.8 ft

3 m ~5/8 HP 5-15 P

MXCF60WT 0° - 10°F
-17.7° - -23°C

115V/60Hz/1
230V/50Hz/1 10 9.8 ft

3 m ~5/8 HP 5-15 P

MXCF72WT 0° - 10°F
-17.7° - -23°C

115V/60Hz/1
230V/50Hz/1 12 9.8 ft

3 m 1 HP 5-15 P
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MXCF27WT: 845035010910 | MXCF48WT: 845035010897 | MXCF60WT: 845035010873 | MXCF72WT: 845035010859

WORKTOP FREEZER

MODEL DIMENSIONS
(W”xD”xH”) CAPACITY UNIT

WEIGHT
SHIP

WEIGHT

MXCF27WT 27.8 x 29.9 x 39 
706 x 760 x 991mm

6.5 Cu Ft
184 L

194 lb
88 kg

222.6 lb
101 kg

MXCF48WT 48.2 x 29.9 x 39 
1224 x 759 x 991mm 

12 Cu Ft
339.8 L

288.8 lb
131 kg

313 lb
142 kg

MXCF60WT 61.2 x 29.9 x 39 
1554 x 229 x 991mm

15.5 Cu Ft
439 L

341.7 lb
155 kg

368 lb
167 kg

MXCF72WT 71.7 x 29.9 x 39 
1821 x 759 x 991mm

18 Cu Ft
509.7 L

381.3 lb
173 kg

407.8 lb
185 kg

* drawings do not include 3.5 in. back spash


